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SENSOR CARTRIDGES

E3Point® Sensor Cartridges
Gas-specific sensor cartridges for the E3Point gas monitor, available in seven gas types.

Gas
Model
Number

Order
Number

Operating
Temperature

Resolution Range
Alarm Levels

A B C

Carbon Monoxide
CO

E3SCO 1309A0038
-20 to 50 °C
(-4 to 122 °F)

1 ppm 0-250 ppm 25 ppm 100 ppm 225 ppm

Nitrogen Dioxide
NO

2

E3NO2 1309A0037
-40 to 50 °C
(-40 to 122 °F)

0.1 ppm 0-10 ppm 0.7 ppm 2 ppm 9 ppm

Hydrogen Sulfide
H

2
S

E3H2S 1309A0035
-40 to 50 °C
(-40 to 122 °F)

0.1 ppm 0-50 ppm 10 ppm 15 ppm 20 ppm

Hydrogen
H

2

E3H2 1309A0039
-40 to 50 °C
(-40 to 122 °F)

0.5% LEL 0-100% LEL 25% LEL 50% LEL 90% LEL

Oxygen
O

2

E3O2 1309A0036
-40 to 50 °C
(-40 to 122 °F)

0.1% vol. 0-25% vol. 19.5% vol. 22% vol. 22.5% vol.

Methane
CH

4

E3M 1309A0040
-40 to 50 °C
(-40 to 122 °F)

0.5% LEL 0-100% LEL 25% LEL 50% LEL 90% LEL

Propane
C

3
H

8

E3P 1309A0041
-40 to 50 °C
(-40 to 122 °F)

0.5% LEL 0-100% LEL 25% LEL 50% LEL 90% LEL

LEL = lower explosive limit.  vol. = percent by volume.  Operating temperature range shown for each sensor cartridge.


